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Product Specification and Technical Data

BG SAE 15W-40 Synthetic Blend Engine 0il

4
API CF ACEA E7-04 Demo. Prog. Cummins CES 20076. MAN 3275
API CF-4 Allison C4 Trans. Demo. Prog. ~ Cummins CES 20077 Mack EO-O Premium Plus '07
AP| CG-4 CAT ECF-1 Cummins CES 20078 Mercedes Benz 228.3
AP| CH-4 CAT ECF-3 Cummins CES 20081 MTU Type | &I
API Cl-4 DHD-1 Demo. Prog. Detroit Diesel 93K214 Volvo VDS-2
API Cl-4 Plus  JASO DH-2 Demo. Prog Detroit Diesel 93K215 Volvo VDS-3
API CJ-4 Renault RLD-3 Detroit Diesel 93K218 Volvo VDS-4
APl SM
ASTM Test Typical
Test Method Test Results
API Gravity @ 15.6°C (60°F) . . . . . . . . D287. . . . . . . . .. .. 29.6
Specific Gravity @ 15.6°C (60°F). . . . . . . D1298 . . . . . . . . .. 0.8782
Density,

U.S. Ibs./gal. @ 15.6°C (60°F). . . . . . . D1250 . . . . . . . . .. 7.322
Flash Point,COC. . . . . . . . . . . .. D92 . . ... ... 216°C (421°F)
Base Qil Viscosity, cSt @ 100°C (212°F). . . .D445. . . . . . . . . . . .. 6.5
Viscosity, cSt @ 40°C (104°F). . . . . . . . D445. . . . . . . .. .. 106.63
Viscosity, cSt @ 100°C (212°F) . . . . . . . D445. . . . . . . . ... 15.26
Viscosity Index . . . . . . . . . . . .. D2270 . . . . . . . . . ... 150
Cold Cranking Simulator

Viscosity, cP @ -20°C (-4°F) . . . . . . D5293 . . . . . . . . . .. 3841
PourPoint . . . . . . . . . ... L. D97 . . . . . . .. —-37°C (-35°F)
Total Base Number, mg KOH/g . . . . . . . D28% . . . . . . . . . .. 10.8
Sulfated Ash,Mass % . . . . . . . . . . . D874. . . . . . . ... ... 1.0
Noack Volitility, % Loss . . . . . . . . . . DIN5181. . . . . . . . . . .. 71
Color . . . . . . . . . ... D1500 . . . . . . . . . .. L3.5
Color . . . . . . . . . ... Visual. . . . . . . . . .. Amber

BG SAE 15W-40 Synthetic Blend Engine Qil provides superior protection against piston deposits, oil thickening and
engine component wear, even under severe conditions of high speed and heavy load. It meets or exceeds the perfor-
mance criteria for the classifications listed above, including Mack EO-O Premium Plus '07 specifications.

BG SAE 15W-40 Synthetic Blend Engine Oil is designed for diesel engines requiring AP CJ-4 and preceding
engine oil. Use in accordance with engine manufacturer’s recommendations.

BG Products, Inc. accepts no liability for excessive use or misuse of this product.
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